
REVISION 8 1 IN

DISCLAIMER: Information adapted from OEM sources, but is not verified nor endorsed.
User is advised to verify any content herein with manufacturers documentation.

Instructions: Print actual size, cut out, fold 1X to produce a 3”x5” card for pocket or range bag. 
1” and 1 cm grids provided to estimate group sizes.

Quick Reference Card Layout and Design Richard Jenkins 2021
Unlimited verbatim copy and distribution permitted

Aimpoint® ACRO™ P-2™
Quick Reference Card

Power on: Press and release “+” or “–“ to turn sight ON
Power off: hold “-” to turn sight OFF

Press “+” or “–“ to adjust red dot intensity.
Intensity setting 1-4 are intended for use with NVD and intensity setting 5-
10 for use in daylight
The sight will always turn on at setting 7 of 10

Battery is 3V Lithium battery (CR 2032). 
Insert battery with the positive end (+) toward the battery cap.

Each click of the windage and elevation screws corresponds to 20 mm 
movement at 100m or 0.7 in at 100 yd (approximately 0.67 MOA per click)

25 yds: 3.5 MOA=0.9”   10 yds: 3.5 MOA=0.4”

Aimpoint CS: info@aimpoint.com www.aimpoint.com (703) 263-9795

Aimpoint® ACRO™ P-2™
Quick Reference Card

1 CM
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